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Constructing a Zoon Balloon 
1. Locate six pieces of 20" x 30" tissue paper and a glue 

stick.

2. Lay one piece of tissue paper on a flat surface and 
make a line of glue 1/2" wide along one edge of its 30" 
sides. Take another piece of tissue paper and overlap 
the line of glue with one of its 30" sides. Be sure to 
press firmly to seal the papers together. Avoid gaps 
where air might escape. The result should be one large 
sheet of tissue paper (30" x 39-1/2") (Figure 1). 

3. Repeat Steps 1 and 2 two more times. There should be 
a total of three large sheets of tissue paper.
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Cautionary and Warning Statements
• This kit is designed and intended for educational purposes only.
• Use only under the direct supervision of an adult who has read and understood the instructions provided in this user 

guide.
• Read warnings on packaging and in manual carefully.

Facts About the Zoon Balloon
• The Zoon Balloon is a small hot-air balloon that is constructed of tissue paper and uses hot air for its fuel.
• The hot air in real hot-air balloons comes from burners fueled by propane. Heat for the Zoon Balloon, however, will 

come from Pitsco’s Indoor Balloon Tester or Inflation Station launcher.

Balloon Terms 
• altitude – the height above the ground
• buoyancy – the tendency of an object to float or rise when submerged in a fluid (the hot air inside the Zoon Balloon 

floats on the cold air outside due to the principle of buoyancy)
• gore – one panel of the Zoon Balloon
• temperature differential – the temperature difference between the inside and the outside of a hot-air balloon
• template – a pattern or mold used as a guide to form something
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Materials Included

Items Required (not included)
• Scissors • Stapler • Ruler

Figure 1

• 6 tissue paper sheets (20" x 30") 
• 4 gore pattern sheets (8-1/2" x 11") 
• Glue stick

• Zoon Balloon Mouth Pattern
• 3 paper clips
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4. Stack the three sheets on top of one another. Align the 
corners and sides. Fold the sheets lengthwise to create a 
rectangle measuring 15" x 39-1/2". Once again, align the 
corners and sides (Figure 2).

5. Fold the sheets lengthwise again to create a rectangle 
measuring 7-1/2" x 39-1/2". Set these folded sheets aside 
(Figure 3).

6. Locate the four sheets of paper in the Zoon Hot-Air 
Balloon Kit labeled A, B, C, and D. These pages are the 
gore template. Align the sheets in alphabetical order, 
lengthwise. On Sheets B, C, and D, trim the excess paper 
from Edges 2, 4, and 6. Take Sheet B and overlap Sheet 
A until the pattern is lined up. Glue the two sheets 
together at the overlap. Glue Sheet C to AB and Sheet D 
to ABC (Figure 4). Cut out the pattern along the lines on 
the curved outside edges of Sheets A, B, C, and D. 

7. Locate the three paper clips, the folded tissue paper 
sheets, and the gore template. Align the flat edge of the 
gore template to the tissue paper along the side that has 
one long fold and no free edges. Attach using the three 
paper clips (Figure 5). Hold the template and the tissue 
paper firmly and cut the paper around the curved edge 
of the template. Do not cut along the edge with the 
paper clips. Save the excess tissue paper to repair tears in 
the balloon. 

8. Remove the paper clips and the template. Unfold the 
gores while keeping them stacked together. There 
should be six gores. Some of the gores might be slightly 
larger than others. Size differences are acceptable as 
long as they are minor.

9. Set the stacked gores lengthwise in front of you. Take the 
top gore and slide it straight up 1/2". On the gore that 
was just moved, make a line of glue 1/2" wide along the 
bottom edge (the edge closest to you) (Figure 6).

10. Beginning at the center of the edge, fold 1/2" of the 
bottom edge of the second gore up and over the bottom 
of the first gore you just glued, fastening the two pieces 
together. Press firmly when gluing seams to ensure a 
tight seal. Apply more glue if needed. A tight seal will 
prevent air leaks. Do not overlap the gores more than 
1/2".

11. Fold the top edge of the top gore down to the bottom 
edge, thus folding it in half without pressing the crease 
(Figure 7).
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12. Slide the second gore straight down 1/2". On the gore 
you just moved, make a line of glue 1/2" wide along the 
top edge (the edge farthest from you). Beginning at 
the center of the edge, fold 1/2" of the top edge of the 
third gore down and over the top of the second gore, 
fastening the two pieces together (Figure 8).

13. Take the seam between the first and second gores and 
fold it up to the seam between the second and third 
gores. Once again, do not press the crease.

14. Repeat Steps 10-13 to fasten the remaining gores to 
one another. Do not fasten Gore 1 and Gore 6 to one 
another. For now, leave these two edges free.

15. Pick up the folded balloon, unfold it, and turn it 
inside out. Using the same process as before, glue the 
remaining two free edges together (Figure 9). 

16. Locate the excess tissue paper. Take a large piece of the 
scrap paper and cut a 6" circle (Figure 10). 

17. There should be two holes in the balloon. The smaller 
hole is the top and the bigger hole is the bottom. Use a 
glue stick to completely cover the outer 2" of the circle 
with glue. Put one hand inside the balloon through the 
bottom. With the other hand, take the circle and press 
it over the hole at the top of the balloon. Ensure there is 
a tight seal (Figure 11). It is acceptable if the cap is not 
smooth as long as there are no gaps along the seams. 

18. Locate the balloon mouth pattern and cut along the 
two lines labeled “Cut line.” Overlap the pieces at the 
narrow ends 1/2" and attach the pieces together using 
glue or tape. Fold the entire length of the joined pieces 
at the fold line (Figure 12).  

19. Insert the bottom of the balloon into the folded strip 
and staple the strip to the balloon (Figure 13). Staple 
approximately every 2". Overlap the ends of the strip if 
necessary.

20. Check all the gore seams and add more glue to any that 
are not sealed. You have completed a Zoon Balloon!

Figure 8

Figure 10

Figure 9

Figure 11

Figure 12

Figure 13
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Tips/Troubleshooting 
• If the balloon will not rise, check for gaps and tears. Make repairs if needed using glue and excess tissue paper.
• If the balloon will not rise after repairs have been made, check the temperature outside. The air must be much cooler 

than the air used to fill the balloon. If the temperature difference is not great enough, the balloon’s weight might be 
too great for the warm air to rise.

• Before launching, check for gaps and tears. The balloon may be launched repeatedly. Be sure to check for tears and 
gaps after each launch. Repair any damage before launching the balloon again.

• Keep the balloon and tissue paper away from moisture or liquid of any kind. If the paper gets wet, it will disintegrate.

Indoor Launches
The Indoor Balloon Tester is useful for testing the balloons indoors before launching them outside with Pitsco’s Inflation 
Station. 
1. To launch the balloon indoors, find a cool room with a high ceiling.

2. Plug in Pitsco’s Indoor Balloon Tester and let it run a couple minutes to warm up.

3. Keep hands, fingers, and any other body parts away from the direct blast of hot air coming from the mouth of the 
Indoor Balloon Tester. Hold the mouth of the balloon over the tester for three to four minutes.

4. Observe the seams of the balloons, looking for any gaps that need to be repaired. Release the mouth of the balloon 
and watch as it rises.

Outdoor Launches
To launch the balloon outdoors, you need an outdoor launcher such as Pitsco’s Inflation Station. It is best to launch the 
balloon outside on a cool, calm morning. Do not launch on rainy or foggy days.
1. Locate a launch area away from trees, structures, and power lines.

2. Set up and turn on the launcher following its included directions. Let the launcher run for a minute to warm up.

3. Hold the mouth of the balloon over the launcher for three to four minutes.

4. Release the mouth of the balloon and watch as it rises.

Safety
• Operate Pitsco’s Inflation Station outdoors only.
• The Inflation Station requires some assembly, which must be completed prior to use. When assembling, double-

check that all components are included and that all components fit together as instructed.
• Supervise students while the launcher is lit. Keep students at least 10 feet from the launcher unless they are 

launching the balloon.
• Do not touch the grill near the chimney while the launcher is lit. It can be very hot.
• Do not lean over the launcher while it is lit. Clothing or hair could singe or ignite.
• Keep hands and fingers away from the direct blast of hot air coming from the mouth of the Inflation Station.
• Keep tissue paper away from the hot-air exhaust. Balloon tissue paper can be flammable.
• Keep a fire extinguisher within easy reach when you are operating the launcher.
• Store propane canisters away from sources of heat and sparks.
• Use low-profile propane canisters as they are more stable while sitting on the ground. 
• Due to the high cost of shipping compressed gas, consider purchasing the propane fuel locally – it can be found 

anywhere that camping equipment is sold.

P.O. Box 1708 • Pittsburg, KS 66762
www.pitsco.com

Toll-Free Orders 800-835-0686


