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Aero Viz
Foam Cutter

User Guide

59917 V0519

Cautionary Statements
• This kit is designed and intended for educational purposes only. 

• Use only under the direct supervision of an adult who has read 
and understood the instructions provided in this user guide. 

• Read warnings on packaging and in manual carefully. 

• When using this product, always wear safety glasses. 

• Use caution when interacting with the foam cutter. The thin, 
nichrome wire is very hot and could cause severe burns. 

• Keep the foam cutter unplugged except during use.
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Using the Foam Cutter
Caution: A small amount of fumes are released when cutting foam, so 
be sure to use the Aero Viz Foam Cutter in an area with good ventilation.

1. Set the Aero Viz Foam 
Cutter on a level surface. 
Plug the power supply 
into a wall outlet. Turn 
the switch to the On 
position (Figure 1) – the 
wire will heat up 
instantly.

2. Keeping your fingers 
and hands clear of the 
wire, lay the foam flat on 
the cutter’s base and 
push the foam against 
the wire where you 
want to start cutting. 
Follow the pattern you 
want to cut (Figure 2). 
The foam cuts easily, so 
be careful when 
pushing it through the 
wire. 

3. When finished cutting, 
turn the switch to the 
Off position. Unplug the 
foam cutter and store it 
in a safe place.

Materials Included

Figure 1

Figure 2

• Aero Viz Foam Cutter
• #32 Nichrome wire (100')

• 4 foam blocks (5" x 5" x 1")

Items Required (not included)
• Small Phillips screwdriver
• Ruler

• Scissors or wire cutters
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Replacing the Wire
The foam cutter comes with a wire preinstalled. However, the wire might 
break on occasion and will need replaced. 

Caution: Be sure the foam 
cutter is unplugged before 
changing the wire.

1. With the cutter 
unplugged, unscrew the 
small screw on top of the 
wire support arm (Figure 
3). (Note: The screw 
cannot be completely 
unscrewed; this prevents 
the screw from falling 
out.) Unwind the wire 
from under the washer. 

2. Now, unscrew the small 
screw head underneath 
the cutter base (Figure 4). 
(Note: The screw cannot 
be completely unscrewed; 
this prevents the screw 
from falling out.) Unwind 
the wire from under the 
washer. Dispose of the 
two pieces of broken 
wire. 

3. Cut a 6" to 8" piece 
of #32 Nichrome 
wire from the 
included roll. Under 
the washer on the 
underside of the 
base, wind one end 
of the wire once or 
twice (Figure 5). 
Tighten the screw 
to hold the wire 
securely.

Figure 3

Figure 4

Figure 5
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4. Run the wire up through the 
small hole in the rectangular 
brass piece under the base 
(Figure 6).

5. Thread the wire through the 
hole on the end of the wire 
support arm. Holding the wire 
around the screw and under 
the washer, pull it so there is 
3-1/2" of wire between the 
base and the wire support arm 
(Figure 7). Holding the wire at this position, wrap the wire end 
around the screw once or twice. Tighten the screw to hold the wire 
securely.

6. Trim the extra wire from the ends, and you are ready to use the foam 
cutter.

Figure 6

Figure 7

P.O. Box 1708 • Pittsburg, KS 66762
www.pitsco.com

Toll-Free Orders 800-835-0686


